POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE,

-7

EXISTING TYPICAL SECTION

STATION T0 STATION STATION EQUATIONS:
37+10.00 (N) 48+18. 00 (N) STA 20+33.41 BK (N) = STA 20+31. 70 AH (N)
‘ STA 26+75.52 BK (N) = STA 37+10.00 AH (N)
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SLOPE: V4" /FT J

SLOPE: /4" /FT

TYPE B-6.12

4" BRICK W/1” SAND CUSHION
ON P.C, CONC. BASE COURSE, 6"

P.C.C. BASE COURSE, 8"

P.C.C. BASE COURSE, 9"

POLYMERIZED LEVELING BINDER (MACHINE METHOD), BITUMINOUS CONCRETE RESURFACING, 3"+

SUPERPAVE, MIX F, N9O 1/5"”

SUPERPAVE, N90O ¥, & VAR.
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SLOPE: \/4///FT SLOPE: ‘/4”/FT
BITUMINOUS CONCRETE 2!/
TYPE B-6.12
POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, LEVELING BINDER (MACHINE METHOD)

SUPERPAVE, MIX F, N90O 15"

POLYMERIZED LEVELING BINDER (MACHINE METHOD),
SUPERPAVE, N90 ¥,”

P.C.C. BASE COURSE, 9"

P.C.C. BASE COURSE, 107+
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